
Unit: mm

Type

Conical 

Spring
Symbol Stand for

M2

M2.5

M3

M3.5

M4

M5

M6

M8

M10 ZI Zinc Plated Steel

M12

M14

M16

M18

M20

M22

M24

M27

M30

WCS-D6796

8.00 - 9.20

3.5

4.0

4.5

5.0

5.5

6.0

6.5

7.0

4.04 - 4.65

4.58 - 5.25

5.08 - 5.80

5.60 - 6.40

6.15 - 7.05

22.48 - 23.0

28.48 - 29.0 3.43 - 3.95

2.24 - 2.60

2.80 - 3.20

1.2

8.64 - 9.0

0.50 - 0.60

31.0 - 31.62

34.38 -35.0

38.38 - 39.0

41.38 - 42.0

44.38 - 45.0

48.38 - 49.0

55.26 - 56.0

59.26 - 60.0

69.26 - 70.0

6.77 - 7.75

7.30 - 8.35

13.57 - 14.0

17.57 - 18.0

0.4

0.5

0.6

1.0

4.7 - 5.0

5.7 - 6.0

6.64 - 7.0

Material

SS

Bolt size

10.5 - 10.93

13.0 - 13.43

6.4 - 6.76

8.4 - 8.76

2.2 - 2.45

2.7 - 2.95

3.2 - 3.45

4.3 - 4.6

304/A2/18-8 

Stainless Steel

BOS Black Oxide Steel

0.61 - 0.72

0.72 - 0.85

1.5

2.0

W WASHER

WCP WASHER - CONICAL SPRING 

Metric DIN 6796 

Conical Spring Washers 

1.12 - 1.30

1.35 - 1.55

1.70 - 2.00

5.3 - 5.6

Inside Diameter

(D1)

Outside Diameter

(D2)

Height

(H)

Thickness

(S)
Only reference

10.57 - 11.0

2.5

3.0

SCR
316/A4  Stainless 

Steel

W
C

S-
D

67
96

3.7 - 4.0 7.64 - 8.0 0.92 - 1.06 0.8

15.0 - 15.43

17.0 - 17.43

19.0 - 19.52

21.0 - 21.52

23.0 - 23.52

25.0 - 25.52

28.0 - 28.52

Part Number Designation

WCS-D6796  - M4  - ZI
Type Thread Code Material


